
The controllers can also automatically activate both cleaning modes 
whenever Sensor Check™ reveals a soiled probe� A delay time can 
be set before restarting the reading after a cleaning cycle has taken 
place; this allows the probe to adjust to new operating conditions�

Logging of the Last 100 Events
With the HI504 series, it is possible to recall the sequence of the last 
100 occurred events at any time: errors, calibrations performed, set 
parameter changes and cleaning cycles� Every code shown on the 
display corresponds to a certain type of event, error, or operation�

Programmable Hold System
The hold function allows the user to stop the regulating action of the 
controller for programmable time periods� It is possible to activate the 
hold periods in correspondence to programmed operations, such as 
plant maintenance and cleaning procedures�

Fail Safe Alarm System
Hanna’s exclusive Fail Safe Alarm System protects against problems 
caused by power supply failure or signal interruption, which are typical 
risks in industrial environments� The system acts both on a hardware 
and a software level� The alarm relay functions in a normally closed 
condition, and is tripped when there is a power failure if, for example, 
the power cable is accidentally cut� This function is very important 
in industrial plants where alarms are usually not activated if there is 
a power supply interruption, which can cause serious damage due to 
a loss of control of the process plant� At the software level, the Fail 
Safe Alarm System function activates an alarm in case of abnormal 
circumstances, for example if the dosing contacts remain closed for 
an excessive period� The alarm condition is also indicated by a red LED, 
located directly on the front panel of the controller�

Specifications HI504
Range -2�00 to 16�00 pH; -2000 to 2000 mV; -30 to 130�0°C

Resolution 0�01 pH; 1 mV; 0�1°C (above -10 °C); 1°C (below -10°C)

Accuracy (@25°C/77°F) ±0�02 pH; ±2 mV; ±0�5°C (-9�9 to 130�0°C); ±1°C (-30 to -10°C) 

Input Impedance 1012 Ohm

Digital Input for the pH/
ORP/°C Transmitter RS485

Other Digital 
Insulated Inputs two digital insulated inputs: one for hold and one for the advanced cleaning; ON state: 5 to 24 VDC

Digital Insulated Output a digital insulated contact closed upon hold mode

Temperature Compensation automatic or manual, -30 to 130°C

Temperature Probe with three-wire or two-wire Pt100/Pt1000 sensor (with automatic recognition and damage test)

Power Supply 
(depending on model) 24 VDC/AC, 115 VAC ±10%, 230 VAC ±10% or 100 VAC ±10%; 50/60 Hz

Power Consumption 10 VA

Over Current Protection 400 mA 250V quick blow fuse

Max� Oscillation Frequency 8 MHz

Relays 1, 2, 3, 4 electromechanical relay SPDT contact outputs, 5A-250 VAC, 5A - 30 VDC (resistive load); fuse protected: 5A, 250V quick blow fuse

Alarm Relay electromechanical relay SPDT contact output, 5A - 250 VAC, 5A - 30 VDC (resistive load) fuse protected: 5A, 250V quick blow fuse

Analog Output two independent outputs, 0 - 22 mA (configuring as 0-20 mA or 4-20 mA)

Analog Output Resolution 0�1% f�s�

Analog Output Accuracy ± 2% f�s�

Data logging 6000 pH/°C or ORP samples

Environment 0 to 50°C (32 to 122°F); RH max 85% non-condensing

Casing IP20 (housing); IP54 (front panel)

Weight 1�6 kg (3�5 lb�)

Ordering  
Information

Each HI504 model is supplied complete with mounting brackets and instructions�

Choose your configuration 

HI504222-1 dual setpoint, on/off and PID control, single analog output, 115V

HI504222-2 dual setpoint, on/off and PID control, single analog output, 230V

HI504224-0 dual setpoint, on/off and PID control, dual analog output, 24VDC/AC

HI504224-1 dual setpoint, on/off and PID control, dual analog output, 115V

HI504224-2 dual setpoint, on/off and PID control, dual analog output, 230V

HI504924-1 dual setpoint, advanced cleaning, on/off and PID control, dual analog output, 115V

HI504924-2 dual setpoint, advanced cleaning, on/off and PID control, dual analog output, 230V

Probes
HI7610 Stainless steel Pt100 probe with front and back 1/2” NPT thread and 5 m (16�4’) cable

HI7611 Glass Pt100 probe with front and back 1/2” NPT thread and 5 m (16�4’) cable
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