HI'98308 PWT e HI 98309 UPW

Water Purity Testers
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¢ Exposed temperature probe for
fast response HI98308
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e Graphite sensors for reduced
polarization

HI98309

¢ Replaceable probes

Pure Water Test (PWT) enables users to
check the purity of your distilled or
demineralized water in laboratory or
industrial environments. Ultra Pure Water
(UPW) is an ideal tester for MQ checks.
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PWT is suited for fields such as printed
circuit board washing, laundry, steam
cleaning, checking car battery water and all
areas where distilled, demineralized or
pure water is used. UPW is the first pure
water tester to measure in 1/1000ths of
micro-Siemens (uS) and provides fast, on
the spot checks for minute traces of
contamination in your water.

These testers are housed in a durable case
that provides excellent protection against
harsh industrial environments.

RESISTANCEOF . CQUIVALENT
B N O DEIONIZED WATER
READING
1Mo 1.000 pS/cm
2 MQ 0.500 pS/cm
5MQ 0.200 pS/cm
10 MQ 0.100 pS/cm
15 MQ 0.067 pS/cm
20 MQ 0.050 pS/cm

SOME TYPICAL CONVERSIONS OF
MEASUREMENTS PERFORMED WITHPWT

RE:{DCI'\JG RESISTIVITY mgé'l'
99.9 48
10 4.6
1 0.4 SPECIFICATIONS HI 98308 PWT HI 98309 UPW
0.1 0.02 Range 0.0t099.9 pS/cm 0.000 t0 1.999 pS/cm
Resolution 0.1pS/cm 0.001 pS/cm

ORDERING INFORMATION Accuracy (@20°C/68°F) +29% FS.
\t'v: tgheapc:gt(epc\fc\?\z arl:pl:" gecilci)t?r;giz‘l{l\l) irceres:vzprjil\ilee? Calibration manual, one point factory calibrated
(H198308), batteries and instructions. Temperature automatic, 0 to 50°C (32 to 122°F)

Compensation with p=2%/°C typical

ELECTRODES

HI173308 Spare probe* for HI 98308
HI173309 Spare probe* for H 98309

1.5V (4) / approximately
250 hours of continuous use

1.5V (4) / approximately

Battery Type / Life 120 hours of continuous use

Environment 0t0 50°C (32 to 122°F); RH max 95%
SOLUTIONS

HI70033P 84 pS/cm calibration solution,
20 mL sachets (25)

* to be replaced by authorized technical personnel only

Dimensions 175x41x23mm (6.9x1.6x0.9"
Weight 959 (3.4 0z.)

For a complete list of Solutions, see the end of Conductivity Section 6.

With Great Products, Come Great Results™
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Tel: 098-479-5684 139 061-8268939
E-mail: sale@tools.in.th t3Ulaéi www.tools.in.th
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