INFRARED
MASTECH-. THERMOMETERS

NON-CONTACT INFRARED THERMOMETERS
MS6530/MS6530A/MS6530B

Features:

» Distance to Spot 12:1

» Built-In Laser Pointer to Target Spot
P Large Temperature Range

» 0.1°F/°C max resolution

» Display Back Light

emc (€

Specifications MS6530

MS6530A MS65308

-20°C~537°C -20°C~850°C -20°C~320°C
Temperature Range 0 “ 2 . 0 "
-4°F~999°F A F1S62°F -4°F~608°F
Temperature Resolution | +0.1°C/+0.1°F | #0.1°C/#0.1°F | +0.1°C/0.1°F
Repeatability +0.5°Cor+0.5% Cor+0.5% | +0.5°Cor +0.5%
Distance to Spot 121 -— 121
(D:S) N
°C/°F Selection o [
Emissivity 0.9 0.95
Laser Target Pointer ° D
Reading Hold D 0
MAX, MIN, AVG, DIF
-20°C~850°C - - ¥ -
4°F~1562°F Display Backlight ° D
Low Battery Display ° o

General
Power Supply 1x9V 6F22 Battery
Product Size 190mmx125mmx55mm/7.48”x4.9"x2.16"
Product Weight 262g/0.57Ib

Cetificate CERoHS
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