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PRODUCT DATA SHEET

Feature:

 Brand Name: VICTOR

 Product Name: Digital Tachometer 6235P

 Color: Black

 Display: 5-digit 16mm LCD

 Accuracy: ± (0. 05%+5)

 Range selection: Automatic range

 Effective distance: 50mm-500mm

 Dimension: 157mm*64mm*31mm

 Power supply: 1*9V 6F22 batteries

 Power consumption: Less than 40mA

 Weight: About 200g (including batteries)

 Measurement range:

 1.0-19999 rpm for contact rotation speed

 1.00-1999.9 m/min for contact line speed

 3.3-6560 ft/min for contact line speed

 Resolution:

 Contact rotation speed: 0.1rpm (0.5-999.99rpm) 1rpm

(above 1000rpm)

 Contact line speed: 0.01m/min (0.05-99.999m/min)

0.1m/min (above 100m/min) 0.1ft/min (0.1-999.99ft/min)
1ft/min (above 1000ft/min)

VICTOR 6235P Digital Tachometer Contact Tach tool sensor handheld 

speed meter auto Measure Engine Rang 0.5～19999rpm

This Contact Digital Tachometer is used to detect rotate speed, linear 

velocity or frequency of motor. It can be widely used in

motor, fan, washing machine, automobile, airplane and other 

industries.
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