Hot Wire Anemometer GM8903/GT8911
- N

Application

GM8903 GT8911
Wind speed/wind temperature/wind volume measurement \ \/ - 3 g
Wind speed/wind temperature/air volume unit conversion \ \ ~ & _—_-I
Wind speed / wind volume maximum and minimum measurement \ \ —]
Air volume 2/3, max value, average value measurement \ \ ___i___
Data retention, storage, and deletion functions \/ \ ——
Low battery indicator function \ + School Factory
Automatic shutdown ~ N
Backlight function + N
USB connection function \ \ J . i
Button sound prompt \ N ;U—‘ :;
Large screen LCD display \ \ L
Rechargeable function X \/ Office Traffic highway

»Wind Velocity Range:

» Air Temperature Range:

0.0-45.0°C (32.0-113.0°F)

GM8903 GT8911 » Power supply
m/s 0.0-30.0 0.0~30.0 GM8903 GT8911
Ft/min 0.0-5860 0.0~5904 ; ithium-i
Power supply AAA 1.5*V Alkaline 3.7V I!thlum ion

Knots 0.0-55.0 0.0~58.3 battery *4 batteries

Km/h 0.0-90.0 0.0~108.0 » Dimensions

Mph 0.0-65 0.057 GM8903 GT8911
»Wind flow range: Dimensions 77x36x164mm 73x38x194mm

CMM:0-999900m? /min
CFM:0-999900 ft* /min

L

USB cable
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Screw holes

Connector

Charging post

USB cable

(GT8911)
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